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To mount the pistons, first snap the shaft end of each piston 
to the adjustable ball stud plates which are mounted on the 
tray. Now firmly grasp the barrel end of each piston and ro-
tate them 180 degrees so each socket faces the ball stud of 
the triangle plates that are attached to the side panels. Then 

adjust both ball studs on the tray by rotating the bolt head 
with your wrench to line up the socket on the triangle plates. 

DO NOT ATTACH THE PISTONS YET.  





Due to the unusual size 
and weight of this product 
we recommend a third 
person to hold the cabinet 
vertically while the other 
two people lift the tray into 
the closed position. 

 

Lift up the cabinet sides to attach the 
curved top using 3 machine bolts on 
each side as shown.  Note T Nuts 
have been pre-mounted as shown 
below. 

Using at least two 
people. Lift up the 
cabinet into the 
vertical position. 
Note the tray is still 
on the ground at 
the point.  
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Now that the bed is 
closed in the vertical 
position you must at-
tach the pistons to the 
triangle plates. While 
one person holds the 
bed upright and 
closed, the other per-
son goes behind the 
bed to attached the 
pistons as shown be-
low.  

Because you have 
previously aligned the 
piston socket to the 
ball stud on the trian-
gle plates, you should 
be able to easily snap 
the barrel end of the 
piston onto the ball 
stud. DO NOT HAM-
MER or use force to 
attach the pistons.  

If they do not snap on easily then adjust both ball studs on the 
tray by rotating the bolt head with your wrench to line up the 
socket on the triangle plates. Once the pistons are attached, 
YOU MUST NOW COMPRESS EACH PISTON by moving the 
ball stud (as shown figure A) on the tray plate approx. 3/8” by 
turning the head of the adjusting bolt .This compression is what 
will hold the bed in the closed and upright position.  
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